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Bearing-types for Groschopp AC-motors

VE40-D-B/D1-HN

Worm wheel gearboxes -
single reduction

ratios from 6,75:1 to 80:1 possible

modular design
v Cap (tap hole)
v  Base (optional)
v Flange (optional)

good efficiency factor

increased load capacity, low-noise

different mounting-options

great cleaning possibilites because of smooth surface

hollow shaft

O-ring-seal of bearing-cap

motor shaft support possible on demand

Certifications

CE€

+New Power Generation” Design

custom-made production possible for series

While the VE31 can already be used as a

gear solution for continuous torque of 12-
16 Nm, the VE40 still reaches up to 45
Nm, achieving about three times the tor-
que. The reliable thermal dissipation of
the powerful VE40 worm wheel gearbox
achieves up to 95 Watts almost four times
the thermal dissipation compared to the

other models.

The VEA4O0 is similarly modular to the VE31
and can be combined with flanges and
gearbox-bases cost efficiently. It can be
operated variably in all positions around

the motor.

The hollow shaft version can also be trans-
formed into a full shaft version by adding a
seperate insert shaft thereby offering maxi-

mum flexibility.
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Technical data

maximum allowed torque depending on translation, see table

maximum load of the drive shaft

radial 700 N (at center of output shaft extension)
axial 300 N
static self-locking " i=60:1, 80:1 M
dynamic self-locking " -
maximum thermal dissipation 95 W
(continuous operation)
options available - shaft on the left or shaft on the right is protruding
- flange and version with foot can be requested
weight hollow shaft ca. 2,5 kg
solid shaft ca. 2,75 kg
material of worm wheel bronze
material of casing AL die-cast
surface of casing painted blue, RAL 5002

Mself-locking

The self-locking is being influenced by the pitch angle, surface-roughness, shoulders, sliding speed, and by the lubricant as well as the warming. There are dynamic and static self-locking,
which two distinct forms of self-locking.

dynamic self-locking
pitch angle up to 3° using grease
pitch angle up to 2,5° using synthetic oils as lubricant

static self-locking

pitch angle from 3° to 5° using grease
pitch angle from 2,5° to 4,5° using synthetic oils as lubricant
pitch angle above 4,5° and 5° no self-locking

respectively

Shock or vibrations can stop self-locking from occurring. Furthermore several different factors connected to lubrication, sliding speed and load capacity can cause favorable sliding-
properties, so that the self-locking is negatively influenced. This is the reason, why we will not assume indemnity bonds concerning self-locking.

Available gear ratios/nominal torque

draw types

Gear rafios 101 151 20:1 \ 30:1
My operation mode: S1 23] [Nm] 45 45 45 45 45 45 34

assembly types
Gear ratios i 25:1 40:1 60:1

M operation mode: S1 123! [Nm] 40 45 32

Specified values apply for synthetic lubricants (price premium). The standard lubricant is grease on mineral oil-basis
(Efficiency loss about 5%).

12 The specified values for Mam apply for a non reserved, shock-free operation. The Life expectancy is about 6000h.
Bl For Applications, which enter the scope S3 and S1*, there is a reinforced version required (price premium). The life-expectancy is reduced to 3000h.

VE 40-D-B/D1-HN | Worm wheel gearboxes - single reduction| 03.12.2020 Page 2 of 8

BRETZEL GmbH - Antriebs- und Elektrotechnik Any questions concerning this product?
Am Rotbéll 8 - 64331 Weiterstadt - Telefax 0 61 50 / 8 65 60 - 69 Please give us a call:
www.bretzel-gmbh.de - info@bretzel-gmbh.de Telefon 0 61 50 / 8 65 60 - 0

This data sheet was designed with care. Despite examination of all data contained in the catalog, we assume no liability for incorrect or incomplete data.



= BRETZEL

Antriebs- und Elektrotechnik

drawing VE40-D-B
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output-flange
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Torque support and assembly
DrehmomentenstUtzenkit: Standard
- DrehmomentstUtze
- 4x Befestigungsmittel L (154) -
Torque arm kit: standard o
- Torque arm ™~
- 4x fixing material 9
&
I .
Q Q
\ t=3
9 - -
DC\{ \
o
s ®
100
Getriebe VE40-D1-H g
e DrehmomentenstUtze

e (pesthiEE) (beidseitig montierbar)

Torque arm
(mountable on both sides)

4x Schraube Méx12 - 8.8
M =65NmM

4x screw Méx12 - 8.8

M =6,5Nm
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Accessories
plug-in shaft kit: standard
Sicherungsring 20x1,2 Scheibe 20x28x2 Getriebe VE40-D1-H
circlip 20x1,2 adjusting washer 20x28x2 Gear

Welle

(beidseitig montierbar)
shaft

mountable on both sides

Scheibe 20x28x2
adjusting washer 20x28x2

Sicherungsring 20x1,2
circlip 20x1,2

Passfeder A6xé6x25
key Aéx6x25

plug-in shaft kit: flange

Sicherungsring 20x1,2 Getriebe VE40-D1-H Flanschkit: Standard Welle

circlip 20x1,2 Gear Arfikel-Nr.: 2521164-1908 (beidseitig montierbar)
Flange kit: standard shaft
Part-No.: 2521164-1908 (mountable on both sides)

Passscheibe 20x28x2
adjusting washer 20x28x2

Sicherungsring 20x1,2
circlip 20x1,2

Passscheibe 20x28x2 Passfeder Aéxéx22

adjusting washer 20x28x2 key Abéxé6x22
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protection cap kit

Getriebe VE40-D1-H
Gear

Schutzkappe

(beidseitig montierbar)
Protective cap
(mountable on both sides)

4x Schraube Méx8 - 8.8

Ma =2Nm

zusatzlich mit Kleber gesichert

(z.B. Loctite243)

4x screw Méx8 - 8.8

MA =2 Nm

additionally secured with adhesive
(for example Loctite 243)
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